
2. Choose temperature 3. Grind substance 4. Fill filling chamber

max. 10 mm
min. 1 mm

max. 1/2 inch
min. 1/16 inch

approx. 1 mm
approx. 1/16 inch

5. Insert filling chamber insert

approx. 5 sec

6.	Preheat substance  
	 if controll lamp is off

7.	 “Click” valve balloon
	  on filling chamber

ok

8.	Watch vapor density

9. Remove full balloon unit 10.	 Separate valve balloon
	 from filling chamber

11.	 Beware of hot surface!
	 Never leave filling chamber 	
	 on VOLCANO

12.	 “Click” mouthpiece  
	   on valve balloon

1.	Switch heat on 
	 (takes 3-5 min.)
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Quick Start Manual for 

STORZ & BICKEL GMBH & CO. KG · Rote Strasse 1 · 78532 Tuttlingen/Germany · Telefon: +49-7461-969707-0 · Fax +49-7461-969707-7 · info@storz-bickel.com  

STORZ & BICKEL AMERICA, INC. · 1155 5th Street, #104 · Oakland · CA 94607-2501 · USA · phone 510-451-1553 · fax 510-451-2053 · oakland@storz-bickel.com

Refer to the Operating Manual for important safety and user advice. Do not operate the device without first reading and understanding the Operating Manual!
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1.	Draw off lip piece 2.	Dismantled  
	 mouthpiece 

3.	Draw off balloon 4.	Screw off valve cap 5.	Dismantled
	 valve 

6.	Screw off nut from 
 	 filling chamber insert

7.	 Dismantled  
	 filling chamber insert 

8.	Draw off filling  
	 chamber ring

9.	Screw off filling 
	 chamber cylinder 

10. 
Dismantled
filling chamber

11.	Manual cleaning with alcohol  
	 (min. 90%), also dishwasher safe

12.	Cut off balloon 13.	Tie up balloon 14.	Attach balloon
	 fixation ring

15.	Attach balloon
	 to valve

17.	 Evert balloon
	 mantle

18.	Attach balloon
	 clip to secure

14.	Ready to use16.	Align balloon
	 to valve


